
EMCO MAT-17D (1008-9207354)

Control type
konventionell

Construction year
1995

Machine no.
1008-9207354

Make
EMCO

Location
Ahaus

** Machine from a vocational school (NL)

** very well-maintained condition (!!)

Furnishing:

- robust lead and pull spindle lathe

- Guideways, gears and quill hardened and ground

- Electromechanical spindle brake

- Diagonally ribbed, induction hardened machine bed

- Infinitely variable speed control/constant cutting speed

- digital speed display

- EMCO digital display - mounted on the bed carriage

- EMCO 3-jaw chuck Ø 200 mm

- RÖHM 4-jaw chuck Ø 250 mm

- foldable lathe chuck protection

- Steel holder with 2x inserts

- fixed bezel

- movable tailstock, with rotating center point

- removable chip tray

- Chip protection back wall



- Coolant device

- Bed stop

- EMERGENCY stop button (on digital display)

- rigid lead and pull spindle cover

- User manual (PDF)

* Machine link:

http://mhp.logotech.de/hpm/v7/Datenblatt/datenblatt.php?machineno=1008-9207354



Machine attributes

turning length: 700  mm

turning diameter over bed: 340  mm

turning diameter over slide rest: 190  mm

number of spindle speeds: 35 - 3000  U/min.

turning speeds: 4  Stk.

spindle bore: Ø 50.0  mm

quill stroke: 120  mm

bed width: 260  mm

tailstock quill taper MT: MK 3  

spindle taper: DIN 55029 / GR 5  

feeds - longitudinal: 0,045 - 0,787  mm/U

feeds - cross: 0,023 - 0,406  mm/U

voltage: 380  V

total power requirement: 5.3  kW

weight of the machine ca.: 755  kg

range L-W-H: 1650 x 1060 x 1635  mm

Machine images






